
JUNCTION BOX NO. 1

1
PAR-38

OR PAR-56
LAMPHOLDER

1
LAMPHOLDER

OR PAR-56
PAR-38

JUNCTION BOX # 8M
O

N
 N

M
O

N
H

IG
H

M
E

D
TR

IG
 1

4
TR

IG
 1

3
TR

IG
 1

2
TR

IG
 1

1
TR

IG
 1

0
TR

IG
 9

TR
IG

 8

S
P

A
R

E
S

P
A

R
E

S
P

A
R

E
S

P
A

R
E

4 AWG MIN.

SPARE
SPARE

FLASHER CONTROL

3-1/C-4 AWG,600V

120V L1
NEUTRAL
120V L2

EARTH GROUND

120 VAC
NOT USED

LOW INTENSITY(1)
MED INTENSITY(2)

HIGH INTENSITY(3)

APPROACH SYSTEM ON/OFF
NEUTRAL

OF SEVEN TRIGGERS.
NEXT HIGHER GROUP

12,000 FEET
IS

DISTANCE
MAXIMUM

(SEE NOTE 4)
+10%, 1O, 60Hz

CONTROL
REMOTE

120/240VAC,
INPUT POWER

C
O

M
M

O
N

C
A

U
TI

O
N

LO
C

A
L 

M
O

D
E

FL
A

S
H

E
R

 O
N

C
O

N
TA

C
TS

N
O

T 
U

S
E

D
IN

TE
N

. 1

IN
TE

N
. 2

IN
TE

N
. 3

WIRE LENGTH TO BE USED BASED ON REMOTE DEVICES CONNECTED

OUTPUT FUNCTIONS FOR REMOTE INDICATIONS, DEDICATED RELAY CONTACTS
RATED AT 5 AMPS @ 48VDC OR 120VAC, RESISTIVE. SEE NOTE ONE
FOR WIRE SIZES THAT MAY BE USED. CUSTOMER TO DETERMINE MAXIMUM

TB2

1 2 3
TB2TB1

111098765432154 1213

IF
 U

S
E

D

IF
 U

S
E

D

IF
 U

S
E

D
TR

IG
 2

1
(IC

C
 #

11
)

TR
IG

 1
9

(IC
C

 #
10

)

TR
IG

 1
7

(IC
C

 #
9)

(IC
C

 #
1)

(IC
C

 #
2)

(IC
C

 #
3)

(IC
C

 #
4)

(IC
C

 #
5)

(IC
C

 #
6)

(IC
C

 #
7)

(IC
C

 #
8)

TB4

FA
U

LT

S
P

A
R

E

10987654321

S
P

A
R

E

S
P

A
R

E

S
P

A
R

E

STEADY
BURNING

FLASHER

EARTH GROUND

242322 21201918171615 141312 1110 9 8 7 6 5 4 3 2 1

TR
IG

 1
3

TR
IG

 1
5

TR
IG

 1
1

TR
IG

 9

TR
IG

 7

TR
IG

 5

TR
IG

 3

TR
IG

 1

CABINET
CONTROL
MASTER

TB6

TB1

TB3 (SEE NOTE 2)E1

10
9
8
7
6
5
4
3
2
1

3
2
1

NOTE 3

3-1/C-

3-1/C-

2 AWG MIN.
L2

NEUT
L1

GROUND
EARTH

120V/75V/50VAC
NEUTRAL

120V/75V/50VAC

MED
HIGH
LOW

210V
216V
222V
228V

240V
234V

246V
252V
TB1

SPARE
SPARE

SP
AR

E

600V
4 AWG,

3-1/C-AWG 10, 600V

2 AWG, 600V

120V L1

NEUT
120V L1

120V L2

XFMR LOW
XFMR HIGH
XFMR MED

SP
AR

E
M

O
N

 N
M

O
N

H
IG

H
M

ED

TB1

TB1

TRANSFORMER
POWER

E1

X1

X3
X2

H2
H3

1
2
3
4
5
6
7
8

H1

5 64321

4
5
6
7
8
9

10
11
12

.
ADVANCES TO THE

EIGHTH BOX IT
NUMBER CHANGES EVERY
THE TRIGGER SEQUENCE

C
/L

8

8

R
U

N
W

A
Y

IN
TL

K

IN
TL

K

TR
IG

C
A

TH
O

D
E

A
N

O
D

E

POWER SUPPLY WIRING

E1

34567

FLASH SEQUENCE
DIRECTION OF

7 6 5 4 3

FLASH HEAD
INDIVIDUAL

2

SP
AR

E
SP

AR
E

4 5

3-1/C-

10 AWG MIN.

10 AWG, 600V

5

5

12 AWG, 3KV SILICONE

1 2 3 4 5

TYPICAL FLASHER
CABINET NO. 1

INDIVIDIUAL CONTROL

M
O

N
 N

M
O

N

H
IG

H

M
E

D

TR
IG

S
P

A
R

E

S
P

A
R

E

L2NL1

TR
IG

 1

TR
IG

 2
TR

IG
 3

TR
IG

 4
TR

IG
 5

BOXES
JUNCTION

CONTROL CABINETS
INDIVIDUAL

TB1

TB1 TB2

2

10987654321
E1

E1

321

1 2 3 4

4321

FLASH HEAD

NOTE 3

LAMPHOLDER
OR PAR-56

PAR-38
21

21
LAMPHOLDER

OR PAR-56
PAR-38

TOTAL OF 18, PAR-56
TOTAL OF 45, PAR-38

TYPICAL LAMPHOLDER WIRING

BOX WIRING

2

2

3. WIRES "MON" AND "MON N" ARE ONLY

ARE CONNECTED IN PARALLEL.
INDIVIDUALLY. ALL OTHER WIRES

   5. TRIGGER WIRES ARE CONNECTED

20 KVA
19 KVA
18 KVA

8
5
3

POWER REQUIRED
MAXIMUM 120/240VAC

OF FLASHERS
MAXIMUM NO.

  MAINTENANCE LAMP):
  (INCLUDING 15A OUTLET AND
4. MALSR INPUT POWER REQUIREMENTS

IS INCLUDED ON MALSR.
USED IF OPTIONAL MONITORING

SP
AR

E
SP

AR
E

1312

TERMINALS 1,3 & 5
FOR 3 FLASHER MALSR, USE TB3
TERMINALS 1,3,5,7 & 9
FOR 5 FLASHER MALSR, USE TB3

6 7 8 9 1011

TYPICAL JUNCTION

TR
IG

 6
TR

IG
 7

M
ED

H
IG

H
M

O
N

M
O

N
 N

MARKED ARE 16 AWG, 600V. MINIMUM,

TB2, TB4, OR TB6
WIRE MAY BE CONNECTED TO
12 AWG MAXIMUM. ONLY ONE 12 AWG

TERMINALS 1,3,5,7,9,11,13, & 15
2. FOR 8 FLASHER MALSR, USE TB3

1. ALL WIRE SIZES NOT OTHERWISE
NOTES:

Information contained on this drawing is to be used expressly in accord with purpose
for which it was submitted. Any disclosure of this information is strictly prohibited
except as ADB Airfield Solutions, llc. may otherwise agree in writing. Copyright 
2011 ADB Airfield Solutions.
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